#[,"[PART NO.T  DESCRIPTION

1 | 1 [ 85-004-1344 | CASE

2 | 1 |85-004-1173 | RING GEAR

3 | 1 [85-004-1513 | COVER - SAE 'A’

4 | 1 [85-004-4092 | QUTPUT SHAFT - 2“ HEX

5 | 1 [50-004-1062 | CARRIER-SEC

6 | 1 |50-004-1082 | CARRIER-PRI

7 | 3 [85-004-1051 | PLANET GEAR - SEC

8 | 3 [85-004-1031 | PLANET GEAR - PRI

9 | 1 |85-004-1211 | SPACER

10 |-A-|85-004-1221 | SHIM - BEARING

11 | 1 | 85-004-1092 | SUN GEAR - SEC

12 | 1 | 85-004-1122 | INPUT GEAR - 6B

13 | 3 | 71-004-0121 | PLANET SHAFT - SEC

14 | 3 |81-004-0071 | PLANET SHAFT - PRI

15 | 1 | 50-004-1011 | THRUST WASHER SEC. - CUP
16 | 6 | 85-004-1181 | PLANET WASHER - SEC PLANET
17| 6 | 81-004-1561 | PLANET WASHER - PRI PLANET
18 | 1 | 01-102-0140 | BEARING CONE (OUTER)

19 | 1 | 01-102-0150 | BEARING CONE (INNER)

20| 1 | 01-103-0130 | BEARING CUP (OUTER)

21| 1 | 01-103-0140 | BEARING CUP (INNER)

22| 1 | 01-104-0070 | LOCKNUT-BEARING

23| 1 | 01-104-0080 | LOCKWASHER - BEARING

24| 6 | 01-105-0010 | BEARING — SEC PLANET GEAR
25| 3 | 01-105-0410 | BEARING - PRI PLANET GEAR
26| 1 [ 50-004-1091 | THRUST WASHER - INPUT
27|12 | 01-150-1280 | HEX CAPSCREW 5/16-18 X 4.5 GRS
28| 4 | 01-152-0110 | DOWEL BUSHING (5/16 X 3/4)
29| 3 | 01-153-0210 | ROLLPIN - SEC 3/16X7/8
30| 3 |01-153-0080 | ROLLPIN - PRI 1/8X1
3112 | 01-166-0110 | LOCKWASHER 516 MED

32| 2 | 01-207-0070 | PLUG - MAGNETIC 3/8NPT-SOC HD
33| 2 | 01-402-0560 | O-RING (167 X 3 MM)

34| 1 | 01-405-0530 | SEAL — SHAFT

35| 6 | 01-150-0920 | HHCS 1/2-13 X 2.25 GRS

36| 8 | 01-166-0030 | LOCKWASHER (1/2 MED)

371 6 | 01-158-0060 | HEX NUT (1/2-13 ZINK PL.)
38| 1 | 85-005-8062 | BAIL ASSY

39 2 [ 01-150-0250 | HHCS 1/2-13 X 1.25 GR5

40| 1 | 01-304-0280 | MOTOR

41| 1 | 90-004-1081 | GASKET

DATE 07/01/93
EFFECTIVE STARTING S/N 16401

M:\SERV\D36NXDBL

DATE 04/23/97

NOTE -A- BEARING PRELOAD DETERMINES QUANTITY OF SHIMS.
SEAL KIT P/N 85-016-0601INCLUDES (2EA) O-RINGS AND (1EA) SEAL.
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