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Performance Ratings
Maximum Release Pressure  ........................3,000 PSI*
Maximum Continuous Pressure ....................3,000 PSI*
Maximum Speed at Full Release Pressure ...3,900 RPM 
Maximum Operating Temperature.................170◦ F
* 5,000 PSI Available

Volume of Oil to Release Brake ....................0.5 cubic inches
Approximate Weight ......................................15 lbs / 7 kg
Shaft Splines  ................................. 30◦ involute, 

FLAT HEAD SCREWS
ARE USED WITH "NR"
INPUT PILOT OPTION

"NR" INPUT PILOT

"NF" INPUT PILOT

HEX HEAD BOLTS
ARE USED WITH "NF"
INPUT PILOT OPTION

15°

6.81 DIA.

5.750 DIA. B.C.

13T 16/32 PITCH
(SHOWN)

.53 DIA. THRU
(2) PLACES

2.502
2.504
PILOT DIA

#4 SAE O-RING
7/16-20UNF-2B
(1 PRESSURE PORT)
(1 BLEED PORT)

4.06 DIA.

.180

1.02

1.60
REF.

3.88

15°

General Dimensions for 93-120 Brake
Other options may be available. See ordering information on last page or contact your Eskridge representative for more details.
Values are shown as “inches (millimeters).” 

Consult your Eskridge representative to determine ratings for your specific application or configuration.

fl at root side fi t per ANSI
B92.1a-1976 
internal - class 7, external - class 5
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Ordering Information
Example Part Number: 931NF2G046-B

B - Bronze Friction
Discs, Dry

OptionsTorque Code*

NF - Nichols 
110/310 Series 
Motor

NR - Nichols 
120/130 Series 
Motor

See  input mounting 
technical bulletin for 

details.

Input 
Spline

Input
Pilot

932

Model

2 - 13T 16/32 DP
3 - SAE 1"-6B

Verify motor shaft  
compatibility with 

factory

Torque 
Code

Torque 
Rating

Release Pressure
(Initial/Full)

G049 2500 in-lbs 110/150 PSI
G059 3100 in-lbs 140/185 PSI
G069 3700 in-lbs 165/220 PSI
G089 5000 in-lbs 220/295 PSI
G109 6200 in-lbs 275/370 PSI

Values shown are standard units; other torques and 
release pressures are available. Consult Eskridge for 

additional information.

Torque* - Torque ratings are based on standard friction material in ATF-F fl uid media or dry bronze at (0) PSI back pressure. Break away torque may vary +/- 10% 
from specifi ed ratings. The "W" wet option applies to bronze friction discs only and is furnished with mineral based hydraulic oil. Torque rating for wet bronze 
brakes will vary depending upon the type of oil used. Consult Eskridge for any wet or fl ow-thru brake applications. Use only mineral based hydraulic oil for release 
of brake. For fl ow-thru option "F", use only fl uids that are compatible with internal seals.


